
SAFETY
CERTIFIED

AUSTRALASIA 
10 Holt Place, Harewood,  
Christchurch 8053, New Zealand 
sales.nz@zeroheightsafety.com

EUROPE & UK 
Badenerstrasse 122,  
5466 Kaiserstuhl, Switzerland 
sales.eu@zeroheightsafety.com

ZERO HEIGHT SAFETY LIMITED

zeroheightsafety.com

Reimagine your boundaries. We’ll get you there.

PRODUCT FEATURES

 ■ Single direction anchorage (downwards only).

 ■ Load capacity 140kg.

 ■ Suitable for use as single abseil anchorage.

 ■ Rated to 1 person for abseil, 2 persons for fall arrest.

 ■ Steel alloy construction.

 ■ Size: 360 x 585mm.

PRECAST CONCRETE PANEL PARAPET ANCHOR

APC00XM

The Petster is a temporary anchor designed to provide a single 
worker with a portable anchor point on panel walls with a 
thickness of 60-360mm. Suitable for various anchor applications 
including window washing, construction, emergency and rescue 
situations, the Petster has a rigid steel alloy body with a rubber 
padded fixed arm and one rubber padded adjustable arm (with 
multiple pin sets). The anchor tightens to the parapet by use of the 
screw levers with padded rubber discs.

RATING: 15kN LIFESPAN: Up to 10 Years

CERTIFICATION:  
EN 795: 2012 Class B, ANSI Z739:1:2007

EN 795:2012 Class B, Personal fall protection equipment. Anchor 
devices

PETSTER

MODEL SIZE WEIGHT (G) DIMENSIONS MATERIAL RATING (KG)

APC00XM 10.6kg 774 x 350 x 90mm Galvanized steel 15kN


