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Reimagine your boundaries. We’ll get you there.

PRODUCT FEATURES

 ■ Front fall arrest attachment point. 

 ■ Rear fall arrest D-ring attachment point. 

 ■ Padded waist belt. 

 ■ Offset work positioning side attachment points. 

 ■ Waist belt tool loops. 

 ■ Breathable extra thick 3D moisture wicking shoulder padding. 

 ■ Extra wide, padded leg straps.  

 ■ Quick connect adjustable buckles with connection indicator.  

 ■ Polyester webbing construction. 

 ■ Velcro covered harness labelling. 

 ■ Forged steel hardware. 

 ■ Can also be used with the ZERO® Suspend Suspension Set 
(Sold Separately).

 ■ Available in 2 sizes.

MODEL SIZE WEIGHT (G) DIMENSIONS MATERIAL RATING (KG)

HEP4678UNI UNI 1900g 85 - 120cm waist Polyester webbing 45mm

Steel hardware

140kg

HEP4678XXL XXL 1980g 90 - 140cm waist 140g

CONSTRUCTION HARNESS

HEP4678

This versatile harness is designed to take on a multitude of 
applications for the experienced professional. 

The Elite harness incorporates a padded waist belt with off-set 
side positioning D’s for pole and a front ventral attachment point 
for rope access. For greater versatility, there is an abundance of 
tool and hardware attachment points on the chest and waist. 

Our advanced 3D moisture-wicking mesh fabric provides advanced 
breathability and also integrates twICEme, a digital feature that 
makes your vital info easily accessible in an emergency with a tap 
of a smartphone using NFC* (available late 2021).

RATING: 140kg LIFESPAN: Up to 10 Years

CERTIFICATION:  
EN 361:2002, EN 813:2008, EN 358:2018,  
AS/NZS 1891.1:2007

EN 361:2002 Personal protective equipment against fall from a 
height. Full body harnesses

EN 813:2008, Personal protective equipment for prevention of 
falls from a height. Sit harnesses

EN 358:2018 Personal protective equipment for work positioning 
and prevention of falls from a height. Belts and lanyards for work 
positioning or restraint

AS/NZS 1891.1:2007 Harnesses and ancillary equipment
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*twICEme NFC tag available from late 2021. Please check with your local supplier for availability. This product is subject to a 6 monthly detailed inspection.


