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MODEL SIZE WEIGHT (G) DIMENSIONS MATERIAL RATING (KG)

HUXS017S-M S-M 1250g 92-112cm waist Polyester webbing 45mm

Steel hardware
180kg

HUXS017L-XL L-XL 1350g 112-133cm waist

PRODUCT FEATURES

 ■ 180kg rating. 

 ■ Front and rear fall arrest attachment D-rings. 

 ■ Quick connect buckles. 

 ■ High strength synthetic webbing construction. 

 ■ Lanyard stowage points. 

 ■ Fall indicators. 

 ■ Forged steel hardware. 

 ■ Available in 2 sizes.

MULTI-PURPOSE HARNESS / 180KG RATED

HUXS017

The UtilityX is a 180kg rated heavy-duty general-purpose harness 
constructed of high-strength synthetic webbing. 

Forged steel front and rear attachment D’s make this harness ideal 
for construction work, roof work and vertical climbing, as well as 
general-purpose and fall arrest.

RATING: 180kg LIFESPAN: Up to 10 Years

CERTIFICATION:  
ANSI Z359.1-2008

ANSI Z 359.1-2020 - The Fall Protection Code
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This product is subject to a 6 monthly detailed inspection. A rescue plan should be in place to deal with any emergencies that could arise.  


